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AVERTISSEUR DE VILLE - RECHANGE - EMBALLAGE EN BOITE
GENERAL TOLERANCE: UNITEN 22768 CLASS
: PARAMETERS OF ACCEPTANCE: Urr]ﬂeslg th%””iseti”di‘i?teﬁ* p.artst fgqfng] n?t tott_)e ir}.;;on}ptlri}ance with pretscribed ge_ne:jal tolerances
M H Rc DO shouia not be automatically rejectea It the functionality or tne piece Is not compromised.
N. OMOLOGATION ECE: E3-28R-03 7053
|-lA_\é\s/:)S»aT&lg-l‘-AE?\l%SD%E|OP(E§RIELSJE?A\\/)E||$£_LY| INDEX DESCRIPTION MODIFICATION DATE MODIFICATION EXECUTOR
PUISSANCE ABSORBEE: <2,5A Te 31211 Fax (30213430 DESIGNED APPROVED WEIGHTgr. | DATE CREATION
FREQUENCE: 400Hz + 10% P EBettoni | P.Consali 476 02-10-2014 G
NIVEAU SONORE: 105 - 118 dB(A) @ 2m MATERIAL HEAT TREATMENT SURFACE TREATMENT FORMAT SCALE SHEET
' A3 11 1/1
BANDE DE FONCTIONNEMENT: 20~29V DESCRIPTION CoDE N REVIEW
TEMPERATURE DE FONCTIONNEMENT: -20°C/80°C TMS8O0/L 24V 1 00031 1 3 0
PROPERTY OF MARCO S.p.A. REPRODUCTION PROHIBITED. ALL RIGHTS RESERVED.
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